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Attached please find Raider's response to the Department's concerns discussed
 during our site visit on October 16.  Please let me know if you need any additional
 information.  Thank you.
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Raider Environmental Services Mulberry Response to FDEP Concerns



Based on the FDEP facility visit and discussions, Raider offers the following response to concerns expressed by the Department:



1. Waste characterization of solids from filters and strainers

Raider believes that the material received from its customers is adequately defined by the processes generating the waste.  Nonetheless, Raider will submit a representative sample collected from the strainers and filters for analysis to confirm that the waste is not hazardous as defined in Rule 62-730 Florida Administrative Code.



2. Impervious surface under piping

Per our discussion during the site visit, Raider will provide concrete surfaces below the piping identified as currently not above an impervious surface.  The concrete will be placed within 90 days.  Raider will provide photographs following the installation.



3. Secondary containment under rail car

Thank you for providing the Department guidance memo from Mr. John Ruddell dated June 18, 1998.  Raider believes that it meets the guidance using the existing system since:

(a)  Rail cars are not used for treatment.

(b) Rail cars are not stored for more than 35 days.  In fact rail cars are loaded and provided for shipment within 2 days maximum.  Logs of the arrival and notification dates are available for review.

(c) Raider has an operator observing the filling operation at all times it is conducted.

(d) The rail car fill port provides secondary containment in the event an incidental spill occurs during filling.

     

4.  Secondary containment for truck unloading

[bookmark: _GoBack]Raider currently positions a containment bucket under the coupling between the unloading hose and the tank truck.  In addition, a Raider employee monitors the unloading process during the entire unloading period.  In the event of a leak or spill, the Raider operator will stop the process until any spillage is cleaned up and the leak repaired.  (See the SPCC and Contingency Plan previously approved by the Department).  Raider believes these procedures are adequate.  Any additional containment around the unloading area would only serve to generate additional waste during rain events and not be consistent with waste minimization efforts.


