
Multiple files are bound together in this PDF Package.

Adobe recommends using Adobe Reader or Adobe Acrobat version 8 or later to work with 
documents contained within a PDF Package. By updating to the latest version, you’ll enjoy 
the following benefits:  

•  Efficient, integrated PDF viewing 

•  Easy printing 

•  Quick searches 

Don’t have the latest version of Adobe Reader?  

Click here to download the latest version of Adobe Reader

If you already have Adobe Reader 8, 
click a file in this PDF Package to view it.

http://www.adobe.com/products/acrobat/readstep2.html




From: Aziz Mounir
To: Rush, Kim; 
Subject: Fwd: Operation manual
Date: Tuesday, January 15, 2013 2:15:43 PM
Attachments: Operation_Manual_revised.wpd.pdf 


-----Original Message----- 
From: Darcy Unroe <darcy@UnroeEngineering.com> 
To: amounir029 <amounir029@aol.com> 
Sent: Tue, Jan 15, 2013 7:27 am 
Subject: Operation manual 
 
attached
 


Darcy Unroe PE
Unroe Engineering, Inc
PO Box 690942
Orlando, Florida 32869
Ph (407) 299 0650
Fx(407) 429-7639
www.UnroeEngineering.com
 



mailto:amounir029@aol.com

mailto:/O=FLORIDADEP/OU=First Administrative Group/cn=Recipients/cn=Kim.Rush

http://www.unroeengineering.com/






Rayan Used Tire Wholesale Facility Operation



General Information
Facility Location: 750 Central Florida Parkway, Orlando, Florida 32824
Facility Phone#: (407) 301-5205 



Directions to Facility
From South Orange Blossom Trail, take Central Florida Parkway East.  Facility is



1.3 miles on the Left



Emergency Contacts:
Aziz Mournir - (407) 535-3685
Gary Alstade - (407) 301-5205
FDEP Central District, Switchboard - (407) 897-4100
FDEP Central District, Solid Waste  - (407) 897-4304



Facility Operations:
The facility processes used tires by serving as a transfer station.  Used tires area



delivered to this facility.  The tires are temporary stored at the facility until they are re-
sold.  



The tires are stored indoors and area note exposed to storm water.  The average
storage time for individual tires is 30 days.  The maximum number of tires stored in the
facility at any one time is 20,000 tires.  The average weekly throughput is 12,000 tires /
week.



Daily operations consist of receiving tires delivered by semi-trailer trucks.  The
tires are sorted by size and quality.  They are then stored in receiving bins.  Any
unusable tires are delivered to a separate waster tire processing plant for disposal. 
Concurrently, sold tires area loaded into semi-trailers or containers and delivered to final
customer destinations.











Emergency Plan



General Precautions
Access to Site: The facility is accessible by a paved road from the east and west.  It is
located 2.5 miles from the nearest fire department station.



Communication Equipment: All personnel have access to hardwired and cellular phone
lines.



Fire Emergency Events
The operator will maintain records of the quantity of tires received, shipped and stored
at the site for use by emergency personnel in the event of a fire.



The operator will immediately inform the Florida Dept of Environmental Protection in the
event of a fire or any other emergency and submit a written report within (2) two weeks.



Fire Protection Services
Fire protection is provided by Orange County Fire Rescue.  A fire survey has been
performed by the Fire Marshal and is included with this report.



Fire Controls
     •    No operations involving the use of open flames will be conducted on-site.
     •    No flammable liquids will be stored on-site.
     •    All individual tire piles will be not more than 50' wide except those adjacent walls
     which will not be more than 25' wide.  Storage bins have been installed to ensure
     this requirement.
     •    The main aisles between storage bins shall be not less than 8 feet in width
     •    The clearance from the top of the storage to the bottom of roof structure will be
     greater than 3 feet. 
     •    No unit heaters, radiant space heaters, duct furnaces or flues exist or are
     proposed to be installed in the facility
     •    Waste tire piles are less than 15' high.  (Wall between adjacent warehouse areas
     have a four hour rating).
     •    Access to storage areas is controlled by overhead doors.



On-site Emergency Response Resources
Water Supply: 



An adequate water supply is available through Orange County Utilities for use by
the fire department.  The nearest fire hydrant is located 130 ft from facility.



Fire Extinguishers:
Fire extinguishers are distributed throughout the facility. Six extinguishers



minimum.










