ATTACHMENT E
Florida Department of Environmental Protection

3319 Maguire Boulevard, Suite 232, Orlando, Florida 32803-3767

MONITORING WELL COMPLETION REPORT

DATE:  






FACILITY NAME:  Keene Road South Class III Landfill








DEP PERMIT NO.:  





WACS_FACILITY:  87081



WACS MONITORING SITE_NUM.:  



WACS_WELL:  





WELL_TYPE:  BACKGROUND  


DETECTION  


COMPLIANCE  


LATITUDE AND LONGITUDE (see Page 2 for requirements):  







Coordinate Accuracy  


  Datum  


  Elevation Datum  



Collection Method  





  Collection Date  




Collector Name  




  Collector Affiliation  





AQUIFER MONITORED:  











DRILLING METHOD:  





DATE INSTALLED:  




INSTALLED BY:  












BORE HOLE DIAMETER:  


TOTAL DEPTH:  


  (BLS)

CASING TYPE:  


CASING DIAMETER:  


CASING LENGTH:  


SCREEN TYPE:  


SCREEN SLOT SIZE:  


SCREEN LENGTH:  


SCREEN DIAMETER:  


SCREEN INTERVAL:  


TO


  (BLS)

FILTER PACK TYPE:  



FILTER PACK GRAIN SIZE:  



INTERVAL COVERED:  


TO


  (BLS)

SEALANT TYPE:  


SEALANT INTERVAL:  



TO

  (BLS)

GROUT TYPE:  

GROUT INTERVAL:  

TO

  (BLS)

TOP OF CASING ELEVATION (NGVD):  

  GROUND SURFACE ELEVATION (NGVD):  


DESCRIBE WELL DEVELOPMENT:  










POST DEVELOPMENT WATER LEVEL ELEVATION (NGVD):  







DATE AND TIME MEASURED:  










REMARKS:  













NAME OF PERSON PREPARING REPORT:  









(Name, Organization, Phone No., E-mail)

NOTE
ATTACH AS-BUILT MW CONSTRUCTION DIAGRAM AND LITHOLOGIC LOG.


(NGVD) NATIONAL GEODETIC VERTICAL DATUM OF 1929
(BLS) = BELOW LAND SURFACE
DEP Form 62-522.900(3) Effective April 14, 1994
Latitude must be measured in degrees, minutes and seconds, to at least two (2) decimal places.
Longitude must be measured in degrees, minutes and seconds, to at least two (2) decimal places.
Eastings and northings must be converted to latitude and longitude.

Coordinate Accuracy:  the measured, estimated degree of correctness of the measurement.  An accuracy of 15 feet or 5 meters is preferred.
Datum:  the horizontal reference for measuring locations on the Earth’s surface.  NAD83-North American Datum of 1983 is preferred.
Elevation Datum:  the reference datum from which elevation measurements are made.  NGVD29 (National Geodetic Vertical Datum of 1929 is preferred.
Collection Method:  the method or mechanism used to derive the measurements, e.g. GPS, map, aerial photo, etc.
Collection Date:  the date and time on which the measurements were taken.
Collector Name:  the name of the person taking the measurement.
Collector Affiliation:  the agency or company for whom the collector works.
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